QUICK REFERENCE ORDERING CHART
CHANNEL & CHANNEL NUTS

&zyStrut

Cable & Pipe Supports

PLAIN, SLOTTED & COMBINATION CHANNEL

4Tmm x 2Tmm

1.6mm Thickness 2.5mm Thickness 1.6mm Thickness

4Tmm x41Tmm 4Tmm x 61mm

2.5mm Thickness 2.5mm Thickness

E1000*

E2000*

E3300*

E4000*

E5500*

<

Available Finish
M, G, H, S, FRP

Available Finish
M, G, H, A

Available Finish
M, G H,S

Available Finish
M, G,H A

Available Finish
M,G,H,S

E1000S*

E2000S5*

E3300S*

Slotted
E4000S*

Slotted
E5500S*

7

>

Available Finish
M, G, H, S

Available Finish
G,H,A

Available Finish
M,G,H,S

Available Finish
M, G, H, A

Available Finish
M, G, H,S

E1001*

41Tmm x 82mm

Combination

E2001*

E3301*

4Tmm x 43mm

E4001*

41mm x 124mm

Combination

E5501*

Available Finish
M, G, H

Available Finish
G,H,A

Available Finish
M,G,H,S

Available Finish
M, G, H,A

Available Finish
G,H

* Specify finish. G = Pre-Galvanised H = Hot Dip Galvanised S = Stainless Steel A = Aluminium FRP = Fibre Reinforced Plastic
Finish shown in green indicates standard finish and is usually kept in stock at all branches.
All are supplied standard in 6m lengths. Shorter (cut) lengths are available by special order. For more detail on different configurations of combination channel, contact EzyStrut.

Long Spring
E1006*
E1007*
E1008*
E1010*

CHANNEL NUTS

Short Spring
E4006*
E4007*
E4008*
E4010*

No Spring
E3006*
E3007*
E3008*
E3010*

E3016*

41mm High

Suits

Channel

Suits
21mm High
Channel

N
Suits all

41mm Wide
Channel

Suits all
Channel

Available Finish
ZHS

Available Finish
ZH

Available Finish
ZH

Available Finish
ZHS

* Specify finish. Z = Zinc Plated H = Hot Dip Galvanised S = Stainless Steel
Finish shown in green indicates standard finish and is usually kept in stock at all branches.




€zyStrut  QUICK REFERENCE ORDERING CHART

Cable & Pipe Supports CHANNEL & THREADED ROD ACCESSORIES

Caps & Covers Flat Plates Angle Fittings
End Caps

Hole Ordering
Size Code

Suit Ordering

M8 E1062*

Channel Code
41mm E1180% M10 E1063*
Available Finish [ 5;m | e33s0 Available Finish Available Finish [ 15 | gro6ar Available Finish Available Finish
P 61mm E5580% P' A H' S M16 E1964* H' S H' S

Angle Fittings Base Plates
E1326* E1458* E2072* E2072A*

Available Finish Available Finish Available Finish Available Finish Available Finish
H,S H,S H,S H,S H,S
Channel Joiners Channel Rollers
E922JINT* E922JEXT* E422JINT* E2749% E2750%

@7
40

Suits 41Tmm Suits 4Tmm 1 45 Suits 21Tmm Working Load

Working Load

46 Channel 35 Channel * Channel 22kg 44kg
Available Finish Available Finish Available Finish Available Finish Available Finish
G H G H G, H z z
Beam Clamps
E1271* E1272%* E1386* E1796* E2785%

Working Load 506kg Working Load 373kg Working Load 440kg Working Load 509kg Working Load 407kg
(when used in pairs) (when used in pairs) (when used in pairs) (when used in pairs) (when used in pairs)
Available Finish Available Finish Available Finish Available Finish Available Finish
H,S H,S H,S H,S H,S

* Specify finish. Z = Zinc Plated G = Pre-Galvanised H = Hot Dip Galvanised S = Stainless Steel A = Aluminium P = Plastic
Finish shown in green indicates standard finish and is usually kept in stock at all branches.

Threaded Rod Fittings

M10 Working Load 150kg B M10Working Load 102kg
M10 Working Load 327kg M10 Working Load 410kg M10 Working Load 540kg M12 Working Load 250kg M12 Working Load 108kg

& Ordering M12 Working Load 480kg Gt ordenos M12 Working Load 590kg Suit Ordering M12 Working Load 610kg &% Ordering (when used in pairs) G Ordering

Rod Size Code . .. Rod Size Code . .. Rod Size Code . .. Rod Size Code . .. Rod Size Code . ..
mio | ecwpiox| Available Finish [0 | eympio+ | Available Finish enmpio¢| Available Finish Available Finish Available Finish

M12 | ECMP12* Z/ H M12 | EVMP12* Z' H EHMP12* Zl H H z

* Specify finish. Z = Zinc Plated H = Hot Dip Galvanised
Finish shown in green indicates standard finish and is usually kept in stock at all branches.

(when used in pairs)




